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• For a Straight Access Unit Mount the Solid Handrail 

to the Carriage as shown in Fig. 6A/6B  
 

• Fasteners- (4X) 5/16 X 1¾� Bolts, (8X) 5/16 
Washers, (4X) 5/16 Locknuts) 

 
��For an Adjacent Access Unit Mount the Solid Handrail 

to the Carriage as shown in Fig. 7A/7B, the safety pan 
must be lowered to access the mounting holes.  After 
mounting the Solid Handrail attach it to the Control 
Wall Extension using small 1� Angle, remount safety 
pan to finish 

 
• Fasteners- (3X) 3/8 X 1…� Bolts, (3X) 3/8� Locknuts, 

(2X) 10/32 X ‰� Screws 
 
FIG. 6A- LOWER THE HANDRAIL INTO PLACE 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   
 
 
FIG. 6B- BOLT HANDRAIL TO CARRIAGE 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
FIG. 7A- LOWER SAFTEY PAN TO ACCESS BOLT HOLES  FIG. 7B- BOLT HANDRAIL TO CARRIAGE
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·  Mount the Carriage Gate to the Control Wall 
Extension as shown in Fig. 8. 

 
·  Fasteners- (8X) 12/24 X ½” Flathead Screws 

 
 
 
 
 
 
 
 
 
 
 
FIG. 8- MOUNTING GATE TO CONTROL 
WALL EXTENSION 

� � On Adjacent Units mount the corner post as shown in 
Fig. 9.  Square it to Carriage Gate, if necessary shim 
with washers provided  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
FIG. 9- MOUNT CORNER POST FOR ADJACENT UNIT 

 
 
 

·  Run Interlock cable under the toe plate as in Fig. 10 
 

 
 
 

 
 
 
 
 

 
 
 
FIG. 10- RUN CABLE UNDER TOE PLATE 


